
The Nordson® Ultra FoamMix Cube offers a low-maintenance,
user-friendly solution to improve mechanical properties and 
provide material savings with a variety of high-performance 
materials.  Ambient or heated materials, including silicones, 
urethanes and plastisols, are foamed without chemicals so 
they retain their basic physical properties.

Straightforward PLC controls use a user-friendly touch-screen 
programmed to display and operate in most local languages.  
The controller is cart mounted so it can be positioned or moved 
as needed within the 10-meter cable length. And, the Ultra
FoamMix controls easily integrate with parent machine controls.
A standard modem is used for communication to simplify 
worldwide troubleshooting and technical support.

Gas content of foamed materials can be adjusted to control
mechanical properties such as material durometer, compression
set resistance and flexibility.  Low-pressure gassing allows use of
plant air.

Advanced Application Technology
The Nordson Ultra FoamMix process dramatically improves the
performance of most hot melt adhesives by mixing them with
inert gas, creating a homogeneous solution. As the material is
dispensed the gas expands to create a closed-cell foam. The
foamed material is applied like the more conventional approaches,
but provides the following benefits:

� Reduced adhesive consumption of up to 50 percent.

� Increased open time provides greater process flexibility.

� Faster set time for increased line speeds and production
rates. Labor is reduced and less warehouse space is required
for inventory.

� Volumetric increase for greater gap filling capabilities.

� Improved wetting increases the ability to bond impervious
surfaces and enhances application versatility.

� Lower heat density helps reduce heat damage while
improving operator safety.

� Reduced sagging or running for uniform adhesive thickness.

� Increased penetration creates stronger bonds and results
in fewer rejects.

Ultra FoamMix® Cube

Provides high-volume 
dispensing of foamed 
adhesives and sealants 
in bonding, sealing and 
gasketing applications.
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When you expect more.®

Specifications

Special Stand-alone Foam Cube

Foam Station Pump Sizes up to 40 liters/hour
up to 80 liters/hour
up to 160 liters/hour

Electrical Requirement 3 x 400 VAC +N + PE

Gas Pressure 1.5 to 6 bar (20 to 88 psi)

Hose Connector Diameter for 8 mm, 13 mm or 16 mm hoses

Weight 747 kg (1647 lbs)

Power Consumption 27 KW max., 40 A/phase

Recommended Fusing 
and Wire Size 50 A/phase, 5 x 10 mm2

For more information, talk with your Nordson representative or contact your Nordson regional office.
United States Canada Europe Japan Asia/Australia/
Duluth, Georgia Markham, Ontario Lüneburg, Germany Tokyo, Japan Latin America
Telephone: (800) 683-2314 Telephone:(800) 463-3200 Telephone:(49) 4131-894-0 Telephone:(81) 3-5762-2700 Amherst, Ohio
Facsimile: (866) 667-3329 Facsimile: (905) 475-8821 Facsimile: (49) 4131-894-149 Facsimile: (81) 3-5762-2701 Telephone: (440) 985-4797

Facsimile: (440) 985-1096

ca
.1

70
8

ca.990ca.850

Dimensions
All dimensions in millimeters unless noted otherwise.


