The 8-hose/gun expansion base option for Nordson ProBlue 10 and 15 liter melters adds two additional hose/gun channels to a standard 240 volt 6-hose/gun unit. Utilizing the existing melter sub-base mounting brackets and simple plug-in connections, installation is fast and easy and eliminates the need for stand-alone temperature controllers.

8-Hose/Gun Expansion Base:
- Adds two additional hose/gun channels
- Installs quickly and easily
- Requires no modification to melter
- Installs in most applications

Easy plug-in connections allow additional channels to operate through melter controls.

Easy access to circuit board and fuses from front of base.
# 8-Hose/Gun Expansion Base

## Quick Installation

Additional channels connect with standard hose cordset, no extension cables required

Melter controls automatically recognize and run optional hose/gun channels

---

## Specifications

<table>
<thead>
<tr>
<th>Required Melter</th>
<th>208 - 240 VAC, 3 phase, with or without neutral*</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Electrical Service</strong></td>
<td></td>
</tr>
<tr>
<td><strong>Maximum capacity</strong></td>
<td>2 hose/gun</td>
</tr>
<tr>
<td><strong>Maximum total wattage</strong></td>
<td>2000 watts</td>
</tr>
<tr>
<td><strong>Maximum wattage any 1 channel</strong></td>
<td>1000 watts</td>
</tr>
<tr>
<td><strong>Maximum wattage any pair</strong></td>
<td>1200 watts</td>
</tr>
</tbody>
</table>

### Installation envelope

Each expansion base has the same width and depth as the melter for which it was designed.

### Expansion base dimensions

<table>
<thead>
<tr>
<th>P10</th>
<th>P15</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Width</strong></td>
<td>578 mm (22.8in)</td>
</tr>
<tr>
<td><strong>Height</strong></td>
<td>58.4 mm (2.3in)</td>
</tr>
<tr>
<td><strong>Depth</strong></td>
<td>322 mm (12.7in)</td>
</tr>
</tbody>
</table>

### Mount dimensions

<table>
<thead>
<tr>
<th>P10</th>
<th>P15</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Width</strong></td>
<td>381 x 249 mm</td>
</tr>
<tr>
<td>(15 in x 9.8 in)</td>
<td></td>
</tr>
<tr>
<td><strong>Height</strong></td>
<td>7.3 kg (16 lb)</td>
</tr>
<tr>
<td><strong>Weight</strong></td>
<td>581 x 249 mm</td>
</tr>
<tr>
<td>(22.9 x 9.8 in)</td>
<td></td>
</tr>
</tbody>
</table>

### Weight

7.3 kg (16 lb)

### Exclusions

Expansion base cannot be used with the Nordson Transformer options.

---

*The expansion base draws power from the melter; no separate input power connections are required.*

---

For more information, talk with your Nordson representative or contact your Nordson regional office.

**United States**
Duluth, Georgia
Telephone: (800) 683-2314
Toll-free Facsimile: (866) 667-3329

**Canada**
Markham, Ontario
Telephone: (800) 463-3200
Facsimile: (905) 475-8821

**Europe**
Lüneburg, Germany
Telephone: (49) 4131-894-0
Facsimile: (49) 4131-894-149

**Japan**
Tokyo, Japan
Telephone: (81) 3-5762-2700
Facsimile: (81) 3-5762-2701

**Asia/Australia/Latin America**
Amherst, Ohio
Telephone: (440) 985-4797
Facsimile: (440) 985-1096

---

[www.nordson.com](http://www.nordson.com)

---

Nordson Corporation • 11475 Lakefield Drive • Duluth, Georgia 30097-1511