Flow Monitoring System
For Improved Conformal Coating Yield and Traceability

Features and Benefits

- Flow Monitoring occurs during production without affecting the cycle rate or increasing material usage
- Flow Monitoring confirms that the correct amount of material is dispensed with a resolution of ±0.05cc
- The operator is alerted when an adjustment is required to prevent possible defective products
- Stainless steel construction ensures the Flow Monitor module is compatible with all conformal coating materials

Nordson ASYMTEK’s Flow Monitoring system measures the volume of material dispensed against an established target. Within the program, measuring points are defined and target values and process limits established.

Flow Monitoring confirms that products have been coated with the correct amount of material with a resolution of ±0.05cc, and offers full flexibility of measuring – all at the discretion of the programmer. When a dispensed volume is outside the defined process limits, the system triggers an alarm condition, allowing the operator to make adjustments to prevent possible defective products.

Nordson ASYMTEK's EasyCoat® software logs the data to a log file and database. Process data can be exchanged with a customer-specific Factory Information System (FIS).

The Flow Monitoring option is designed for use with Nordson ASYMTEK’s Select Coat® SL-940 conformal coating systems that are equipped with any of Nordson ASYMTEK’s conformal coating applicators.
# Flow Monitoring System Specifications

Flow range: 50-4000ml/min. (0.013-1.06gpm)
Viscosity range: 2-2000cSt (2-2000cPs @ density = 1gr/cm³)
Accuracy: ±2% at 20cSt (20cPs @ density = 1gr/cm³)
Resolution: 0.04ml/pulse
Temperature range: 0-80°C (32-176°F)
Software: Integrated into EasyCoat® software

### Material Compatibility Wetted Parts

<table>
<thead>
<tr>
<th>Housing and gear</th>
<th>Stainless steel</th>
</tr>
</thead>
<tbody>
<tr>
<td>Seals</td>
<td>Polytetrafluoroethylene (PTFE)</td>
</tr>
</tbody>
</table>

For more information, visit our website to locate your local representative or contact your regional office:

nordsonasymtek.com
info@nordsonasymtek.com

## North America
Headquarters
Carlsbad, CA

## China
Shanghai
Beijing
Guangzhou
Taipei

## EMEA
Deurne, Netherlands

## S.E. Asia/Australia
Singapore

## Korea
Seoul

## Japan
Tokyo

## India
Chennai

Nordson ASYMTEK
+1.760.431.1919
2747 Loker Avenue West
Carlsbad, CA USA 92010-660

Published 2018-04-18 (Updated)